
CLOUD SERVE SERIES

MESAVSS Cold Chain Management IoT Platform

• Parameter  se t t ings • Bas ic  in format ion  se t t ings • Alarm data  se t t ings • R e a l - t i m e  d ata  v iewing • S h i p p i n g  o r der  c reat ion

• Power  se t t ings • Pre fe rences  se t t ings • A l a r m  r e c o r d s  v iewing • Data  ana lys i s • D e v i c e  a s s ignment

• G P S  &  M a p p i n g • Operat iona l  logs • Message  push  se t t ings • Data  repor t  expor t • E lec t ron ic  fence  se tup

• R e m o t e  c o ntro l • D o w n l o a d  r e c o r d i ng • A l a r m  d a t a  e x p or t • E lec t ron ic  s ignatures • R e a l - t i m e   m oni tor ing

• Se l f - se rv i ce  top-up • P e r m i s s i o n  a s s ignment • Predic t i ve  maintenance • Visua l   mon i tor ing • S h i p p i n g  i n f o rmat ion   repor t

BT/NFC Recorder                                       Portable IoT Recorder                         Wireless Recorder

4G/5G/WIFI

APP/Mini program

CLOUD FRAMEWORK

API(MQTT)

“MiXun cloud platform”

IOT FUNCTION

Cloud Servers

“Third-party application platforms”

www.mixunos.com
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Convenient for users to achieve cloud data management anytime and anywhere.

PLATFORM
Convenient PC & APP Platform

Integrated
Monitoring

Classified
ManagementData IntegrityEasy To USE Early Warning       

Control

GPS positioning interface

Curve viewing interface

Mobile Platform

Software login screen

Platform login screen

PC Platform

Overview interface

Live view interface
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ATAG SERIES

Disposable Temperature Label

ATAG-30DB                                       

Encrypted PDF 
report

IATA PI970 II 
compliance

Factory pre-  
programmed

TECHNICAL DATA

EN12830 compliance

www.mixunos.com

1-year shelf life

FEATURES

IP67

 Type Single Use (USB 2.0+Bluetooth)

 Typical Dimensions       63*32*6mm (8.6g)

 Measurement Range     -30°C...70°C

 Sensor      Internal Digital STS4x

 Accuracy      ±0.3°C(-20°C…20°C)， ±0.5°C(other range)

 Memory      MAX 50000 data points

 Battery Life      MAX 90 days (25℃)

 Battery      One 3.0V lithium battery (Non-Replaceable)


